
Types
• Type 2
	 - Oval synthetic tile

The support tile Type 2 is suitable for surface boxes: DIN4055, DIN3582

Features
• Support tiles will increase support surface in weak soils
• With small rims for fixation of surface boxes
• 100% recyclable

AVK support tile for underground hydrants, distribution valves and district heating
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Support tile	 HDPE

The designs, materials and specifications shown are subject to change without notice due to the continuous development of our product programme.

Component list

Reference nos. and nominal dimensions

	 AVK ref. nos. 

	 80-46-00005

	 D1	 D2	 D3	 D4	 H	 Total weight
	 mm	 mm	 mm	 mm	 mm	 in kg

	638	 355	 540	 255	 32	 2.0

Copyright © 2007 The AVK Group
This drawing is issued by AVK. The drawing is 
confidential material. It must not be reproduced in any 
form - including manufacture of the product shown 
therein - without the written consent of AVK.
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Rev. Description Date  By

AB Modified drawing 01-12-2015 JvdG

AA Updated drawing 28-10-2014 JvdG

ONT-01 New 26-11-2013 JvdG

Dimension: Size (mm): 
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D2 355
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D4 255
H 32
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HDPE

2405.02 Gr.

804600005
Article No.:

0-3 ± 0,1
3-30 ± 0,3
30-300 ± 0,5
300-2000 ± 1
angle ± 1º

tolerances      ISO-406
roughness       ISO-1302
geometry tol  ISO-1101
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